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Retrieving Liquid Water Path and Precipitable Water
Vapor From the Atmospheric Radiation Measurement

(ARM) Microwave Radiometers
David D. Turner, Shepard A. Clough, James C. Liljegren, Eugene E. Clothiaux,

Karen E. Cady-Pereira, and Krista L. Gaustad

Abstract�Ground-based two-channel microwave radiometers
(MWRs) have been used for over 15 years by the Atmospheric
Radiation Measurement (ARM) program to provide observations
of downwelling emitted radiance from which precipitable water
vapor (PWV) and liquid water path (LWP)�two geophysical
parameters critical for many areas of atmospheric research�are
retrieved. An algorithm that incorporates output from two ad-
vanced retrieval techniques, namely, a physical-iterative approach
and a computationally ef�cient statistical method, has been de-
veloped to retrieve these parameters. The forward model used
in both methods is the monochromatic radiative transfer model
MonoRTM. An important component of this MWR RETrieval
(MWRRET) algorithm is the determination of small (� � K)
offsets that are subtracted from the observed brightness temper-
atures before the retrievals are performed. Accounting for these
offsets removes systematic biases from the observations and/or the
model spectroscopy necessary for the retrieval, signi�cantly reduc-
ing the systematic biases in the retrieved LWP. The MWRRET
algorithm signi�cantly provides more accurate retrievals than the
original ARM statistical retrieval, which uses monthly retrieval
coef�cients. By combining the two retrieval methods with the ap-
plication of brightness temperature offsets to reduce the spurious
LWP bias in clear skies, the MWRRET algorithm signi�cantly
provides better retrievals of PWV and LWP from the ARM
two-channel MWRs compared to the original ARM product.

Index Terms�Meteorology, microwave radiometry, remote
sensing.

I. INTRODUCTION

C LOUDS are an important modulator of the radiant energy
of the Earth. The treatment of clouds and radiation in

global climate models (GCMs) is one of the largest uncertain-
ties in these models [1], and properly modeling the diabatic
feedback induced by clouds in GCMs is particularly challeng-
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TABLE I
LOCATION OF THE ARM SITES REFERRED TO IN THIS PAPER

ing [2]. Therefore, measurements of both cloud properties and
the radiative fluxes are required to improve GCMs and, thus,
their prediction of future climate. The collection of a long-
term ground-based data set and the subsequent improvement
of the treatment of radiation and clouds in GCMs is one of the
primary goals of the U.S. Department of Energy’s Atmospheric
Radiation Measurement (ARM) program [3].

To first order, the impact of clouds on the radiative flux is
dependent on the total amount of condensed water contained in
the cloud. Therefore, accurate measurements of the water path,
which is defined as the integral of the cloud water content in
the vertical column, are critical for accurate modeling of the
radiant energy flux. Both shortwave (���–� �m) and longwave
(�–��� �m) radiative flux are very sensitive to small errors in
the observed liquid water path (LWP), when the LWP is less
than ��� g/m� (e.g., [4] and [5]). However, a large fraction
of the liquid-bearing clouds in the tropics, midlatitudes, and
Arctic have LWP less than this threshold ([6]–[8], respectively).
As an example, the distribution of LWP in 2004, which was
retrieved from ground-based microwave radiometers (MWRs)
(Section II) from four ARM sites (Table I) when the colocated
laser ceilometer identified a cloud with a base less than 3 km, is
shown in Fig. 1. The percentage of the time that the ceilometer-
observed cloud had LWP � ��� g/m� for this year was 43%,
57%, 61%, and 68% for the SGP C1, TWP C2, TWP C3, and
NSA C1 sites, respectively. Therefore, since calculations of the
radiative flux are most sensitive for cases with small LWP and
clouds with small LWP frequently occur, accurate retrievals of
LWP are more critical when the LWP is small.

There are many different techniques available to retrieve
LWP from ground-based and space-based remote sensors (e.g.,
[9]–[11]); however, the most common approach is to retrieve
this geophysical parameter from observations in the microwave
region of the spectrum (e.g., [12]–[14]). The accuracy of mi-
crowave retrievals of LWP, as well as for retrievals that use other
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Fig. 1. Frequency distribution of LWP for the year 2004 from four ARM
sites, as determined from the MWRs (����� retrieval) when the laser ceilometer
identified a cloud with a base below 3 km and the time variation in the
31.4-GHz channel is above a PWV-dependent threshold (see Section III-C).
The first, second, and third quartile values are provided for each site. Locations
of the ARM sites are provided in Table I.

wavelengths, is dependent upon the calibration and stability of
the radiance observation, the accuracy of the forward radiative
transfer model, and the accuracy of the inversion approach.

In the microwave region of the spectrum, most liquid hy-
drometeors fall in the Rayleigh scattering regime (i.e., are very
small with respect to the wavelength of the radiation), and thus,
the forward radiative transfer models are absorption models
and neglect scattering. The relative difference among various
microwave absorption models has been extensively investigated
(e.g., [7] and [15]–[18]). Differences in the absorption models
can lead to biases in the retrieved LWP, but the magnitude of
the bias depends on the atmospheric conditions as well as the
frequencies used in the retrieval [19].

One way to evaluate the accuracy of LWP retrievals is to
investigate the retrieved values in clear-sky conditions when
the LWP should be zero [7], [20]. However, even with “perfect”
absorption models and inversion techniques, uncertainties in the
observations will lead to cases where the LWP is significantly
nonzero in clear-sky scenes. This paper presents a methodology
that subtracts small offsets from the brightness temperatures
observed by a ground-based MWR; removal of these offsets
results in a retrieved LWP that is significantly closer to zero in
clear-sky scenes. This approach improves the accuracy of LWP,
particularly for conditions where the clouds have small LWP,
by accounting for small drifts in the instrument’s calibration
and changes in the atmospheric composition that lead to worse
agreement between the true spectroscopy and the model.

It should be noted that others have used clear-sky peri-
ods to improve the accuracy of LWP retrievals from MWRs.
Liljegren [21] developed a calibration approach that col-
lected tip-curve calibration data during each clear-sky pe-
riod. van Meijgaard and Crewell [20] identify clear-sky
periods and determine the offset that needs to be sub-
tracted to yield zero LWP; this offset is then applied to
nearby observations via postprocessing. Our approach (de-
scribed below) is similar to that of Gaussiat �� ��� [22];
however, they utilize clear-sky periods determined by a lidar
to calibrate the measured optical depths, whereas our method

adjusts the observed brightness temperatures in clear skies to
yield zero LWP.

Precipitable water vapor (PWV), which is the vertical in-
tegral of water vapor in the atmospheric column, is also re-
trieved from MWR observations. Accurate PWV amounts are
critical for radiative transfer modeling [23], for specifying the
advective forcing for cloud resolving and single column models
[24], and evaluation of model humidity fields [25], validation
of satellite, geographic positioning system, and other water
vapor retrievals [26], and other activities. The ARM program
also uses PWV retrieved from MWRs to calibrate the water
vapor observations from the operational Raman lidar [27] and
collocated radiosondes [28]. Therefore, the absolute accuracy
of the PWV is very important and the ARM program strives to
improve the retrieval of this quantity. Applying offsets to the
observed brightness temperatures impacts the PWV retrievals;
the magnitude of the impact will be discussed in Section IV.

Finally, the accuracy of the retrieved geophysical parameters
from radiance observations depends on the retrieval method-
ology used to invert the radiances and the assumptions that
are used in the process. We utilize two advanced retrieval
approaches to retrieve PWV and LWP from the ARM MWRs.
These two retrieval methods, when combined with the “bias
offsets” to reduce the spurious LWP in clear skies, significantly
provide better retrievals of PWV and LWP from the ARM
MWRs relative to the original method.

II. INSTRUMENTATION

The ARM program utilizes commercially available ground-
based MWRs that sense downwelling radiant energy at 23.8
and 31.4 GHz.1 Water vapor emission dominates the signal in
the 23.8-GHz channel, which is on the wing of the 22.2-GHz
water vapor absorption line, whereas liquid water emission
constitutes the primary portion of the signal at 31.4 GHz. From
these two observations, both PWV and LWP can be retrieved.
All retrievals shown here are in the zenith direction.

The calibration of these instruments is maintained by view-
ing a blackbody target after each sky observation (sky-view
observations are collected every 20 s). During the blackbody
view, a noise diode is activated which effectively increases the
temperature of the blackbody by inserting a nominally fixed
amount of additional energy into the system. Therefore, the
blackbody view constitutes two points—one at ambient tem-
perature (noise diode off) and one at an elevated temperature
(noise diode on)—which allow the gain of the system to be
determined. The system gain, together with the observation of
the blackbody at a known temperature, is used to convert the
observed sky signal into sky brightness temperature. However,
accurate calibration requires that the effective temperature of
the noise diode be known so that the elevated temperature will
also be known. The effective temperature of the noise diode is
determined from frequent tip-curve observations [29], whereby
the instrument collects observations at a series of angles on

1Additional information on the ARM MWRs can be found at the ARM
webpage (www.arm.gov/instruments, then select “cloud properties”) or at the
vendor’s website (www.radiometrics.com).
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either side of zenith in a vertical plane. The opacity of the
atmosphere during such a tip-curve linearly varies with airmass,
provided that the atmosphere is horizontally homogeneous, and
thus, the gain of the radiometer can be directly determined
from the tip-curve observations, which is used to infer the
temperature of the noise diode. The ARM MWRs utilize an
automated routine that collects tip-curve data whenever the sky
is deemed to be clear and homogeneous [21]. This automated
routine is able to maintain the calibration of the radiometer to
approximately 0.3-K root mean square. However, this uncer-
tainty estimates the random error in the calibration method and
does not account for any systematic biases that may be inherent
in the method.

III. ALGORITHM

We have implemented the MWR RETrieval (MWRRET)
algorithm in the ARM data system to retrieve PWV and LWP
from the MWR observations. There are three components to
this algorithm: 1) the forward radiative transfer model used in
the retrieval; 2) the two retrieval methodologies; and 3) the re-
moval of the offsets from the observed brightness temperatures.

�� 	
����
 �

��

The forward model utilized for both retrieval methods is
the monochromatic radiative transfer model MonoRTM de-
veloped by Atmospheric and Environmental Research, Inc.
[30], [31], which was specifically designed to compute
monochromatic radiative transfer, and is particularly use-
ful in the microwave and millimeter-wave spectral regions.
The MonoRTM utilizes the same physics as the line-by-
line radiative transfer model LBLRTM [32]. In particular,
the MonoRTM utilizes a Voigt line shape with all of the
parameters provided in the HITRAN line database (e.g.,
pressure shift coefficient, half-width temperature dependence,
and the coefficient for self-broadening and foreign broad-
ening of water vapor) and the continuum model MT_CKD
(Mlawer–Tobin–Clough–Kneizys–Davis [31]), which includes
foreign- and self-broadened water vapor absorption continua
as well as continua for oxygen, nitrogen, carbon dioxide, and
ozone. The MonoRTM actually uses a special line file wherein
the line strengths for the 22.2- and 183.3-GHz water vapor
transitions were determined from laboratory measurements of
the Stark effect of the dipole moment [33] and the rest of the
parameters are from the HITRAN 2000 database. In particular,
the air-broadened half-width of the 22.2-GHz water vapor line
utilized by the MonoRTM is the value from the HITRAN
database, which was shown by Liljegren �� ��� [34] to be more
consistent with multifrequency observations around this water
vapor line than the linewidth used in the absorption model of
Rosenkranz [16]. Line coupling parameters for oxygen in the
microwave region [35] are included in the MonoRTM.2 Finally,
the MonoRTM also includes the liquid water absorption model

2In August 2006, the MonoRTM was modified to use the oxygen line
parameters from [36]. The analysis shown in this work used the earlier version
of MonoRTM.

from Liebe �� ��� [37] and thus is able to compute radiance in
scenes with liquid water clouds.

Ascertaining the absolute accuracy of the MonoRTM, or
any radiative transfer model for that matter, is a difficult task
because it requires accurate atmospheric state measurements
(i.e., profiles of water vapor, temperature, and pressure) and
accurate radiance observations to use in the closure exercise.
The MonoRTM may have uncertainties in the oxygen and
the collision-induced nitrogen absorption, both of which are
dependent on the temperature and column loading of the dry air
(i.e., surface pressure). There are also uncertainties with extrap-
olating the model to zero PWV due to uncertainties in the water
vapor absorption parameters. These uncertainties contribute to a
potential bias in the model calculations, which will be grouped
with potential biases in the radiometer observations (discussed
below).

�� ��������� ���
�����

The MWR does not directly measure PWV and LWP; these
parameters must be retrieved from the observed brightness
temperatures, and inadequacies in the retrieval algorithm will
result in errors in the retrieved quantities. Historically, the
ARM program has utilized a statistical retrieval based in [38].
This method utilized a large historical database of radiosonde
profiles and assumed liquid water profiles to compute opacity
and mean radiating temperatures at both 23.8 and 31.4 GHz
for a wide range of atmospheric conditions. These results were
then averaged into monthly coefficients to be used in inverting
the observed microwave brightness temperatures [39]. This
inversion method, henceforth called �����, is computationally
very fast but the retrieved PWV and LWP have significant errors
if the current conditions are different from the mean monthly
conditions assumed by the retrieval algorithm. Furthermore,
this method is location specific, i.e., retrieval coefficients de-
rived at one location may not be applicable to other locations
with different elevations (i.e., surface pressure), humidity dis-
tributions, atmospheric temperature structure, etc. This method
also does not account for the temperature of the cloud, which
is a significant uncertainty in the retrieval of LWP due to the
temperature dependence of the liquid water emission [37].

To improve the retrieval of LWP, Liljegren �� ��� [12] de-
veloped a new statistical method (henceforth called �����) to
estimate the instantaneous mean radiating temperature of the
atmosphere and the needed retrieval coefficients from surface-
based meteorological data. This provides more information
to the retrieval algorithm, and the accuracy of the algorithm
was improved relative to �����. Furthermore, the use of the
surface meteorological data would allow the retrieval to be
site independent as long as the initial data set used for de-
veloping the statistical relationships included a range of at-
mospheric state conditions observed in different locations.
Additionally, this approach includes estimates of the cloud tem-
perature, derived from a cloud radar (wavelength of 8.6 mm)
reflectivity-weighted temperature profile, which further im-
proved the accuracy of the retrieved LWP. In the absence of
cloud radar data, the cloud base height from a laser ceilome-
ter is used to estimate the cloud temperature. The regression
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equations and parameters for the ����� retrieval are given in
the Appendix.

However, if the atmospheric temperature profile and an
estimate of the distribution of water vapor are known (e.g.,
from a collocated/coincident radiosonde profile), then the most
accurate retrieval algorithm is the physical-iterative retrieval
method. We utilize the LWP from the ����� method as a first
guess, and vertically distribute the liquid water according to
�����, where � is the observed radar reflectivity and � is a
constant chosen so that the integral of the liquid water equals
the first guess LWP. In this physical-iterative approach, the
� ���
�� information is used in the forward absorption model,
and the values of PWV and LWP are iterated until a solution
is found such that the difference between the computed and
observed brightness temperatures are at a minimum. This ap-
proach is more computationally expensive than the ����� ap-
proach because the forward model is run for each observation.
This method, henceforth called “����,” is the most accurate
method at times when the temperature and water vapor profiles,
or atmospheric structure, are known (i.e., observed by the
radiosonde); however, for times when the atmospheric structure
is not directly observed (such as away from radiosonde launch
times), the assumed atmospheric structure (such as from tempo-
rally interpolated radiosonde data) may be inaccurate leading
to errors in the physically retrieved parameters. The physical
retrieval in MWRRET utilizes an optimal estimation framework
[40], and the random radiometric uncertainties are propagated
to provide uncertainties in the retrieved quantities.

�� �� ���� ������� �� ���� �� 

A systematic bias in the absorption model or the MWR
observations translates into a bias in the retrieved products. To
reduce any bias in the retrieved PWV, we have developed a
technique to determine a brightness temperature �� offset that
is applied to the 23.8-GHz observations before the retrievals are
performed. The method requires a large number of observations
at radiosonde launch times that are free of liquid water clouds
(henceforth called “clear”) and that span a significant range
of PWV. A large number of cases is required to account for
possible bias in radiosonde humidity measurements [28], [41],
[42]; this need reduces the temporal frequency at which the ��
offset at 23.8 GHz can be updated. We have elected to yearly
compute the 23.8-GHz �� offset to maintain uniform processing
among the different ARM sites with good statistics at each;
however, it could be computed twice per year at some sites
using the winter-to-summer and summer-to-winter transitions
in PWV.

Clear-sky cases were identified by looking at the variability
of the 31.4-GHz observations over a 40-min period centered at
radiosonde launch time; if the standard deviation is less than
� � � � PWV, where � � ���� K and � � ���� K/cm, then the
sample is assumed to be clear. These coefficients were chosen
to provide a simple test to identify scenes that are free of liquid
water clouds using only MWR data. For cases identified as free
of liquid clouds in 2004 by the above test, a collocated laser
ceilometer also indicated it was clear 97%, 78%, 93%, and 95%
of the time at the SGP C1, NSA C1, TWP C2, and TWP C3

sites, respectively. The relatively lower level of agreement at the
NSA site is due to the occasional presence of ice clouds at low
altitudes that are being sensed by the ceilometer, which has a
maximum range of approximately 7 km. This simple test allows
for the identification of liquid-cloud-free conditions even in the
event of failure of the ceilometer.

Since radiosonde humidity measurements may be biased, we
iterate to find a single scale factor that is used to scale all
radiosonde profiles for a specified period such that the slope
of the calculated �� at 23.8 GHz and the observations is exactly
unity. The derivation of this single scale factor assumes that
the sensitivity of the MonoRTM calculations at 23.8 GHz to
different water vapor burdens is correct. We then compute
the �� bias offset and its uncertainty from the difference of
the observations and calculations for cases where the PWV
is less than 1.2 cm. This threshold was chosen to minimize
the sensitivity of the �� offset to any nonlinearities in the
forward model that may not be correctly accounted for (e.g.,
self-broadened water vapor continuum absorption); however,
the resulting �� offsets are insensitive of the exact value of
this threshold. For sites that do not experience any conditions
with PWV � ��	 cm, such as the ARM site at Nauru in the
tropical western Pacific Ocean, no �� offset is determined for
this frequency.

!� �� ���� ������� �� ���" �� 

The uncertainty (i.e., possible dry bias) in the humidity
calibration of the radiosonde required us to use a set of clear-
sky observations spanning a range of PWV to compute the ��
offset at 23.8 GHz. However, there are still many retrievals in
clear skies where the LWP is significantly nonzero regardless
of whether the 23.8-GHz �� offset is applied or not. Therefore,
we separately determine a �� offset for the 31.4-GHz channel
for each clear-sky observation that has a coincident radiosonde
profile by iterating the physical retrieval until an offset is
determined for the 31.4-GHz channel that provides an LWP
of zero. To capture any time evolution that might be occurring
in the �� offset, which we are attributing to a time evolution
of the calibration for the 31.4-GHz channel, the �� offset is
added to a “rolling database,” wherein the oldest �� offset is
removed for each new offset added. The set of offsets in this
database is sorted, and the mean of the middle two quartiles,
which reduces the impact of any outliers, is subtracted from the
observations at 31.4 GHz before the retrieval. In this manner,
any spurious cases, potentially affected by clouds that passed
the clear-sky screening process, do not significantly impact the
retrieved LWP. Clear-sky periods, where the LWP is known
to be zero, allows the �� offset at 31.4 GHz to be updated
much more frequently than the 23.8-GHz offset, since the latter
requires a large set of radiosondes to account for any potential
biases in the calibration of the radiosonde humidity profile.

The number of offsets included in the rolling database is
adjustable and is used to strike a balance between reducing the
impact of random error in the derived �� offsets via averaging
and introducing a lag effect when the calibration of the channel
is quickly changing. Our analysis of the �� offsets at 31.4 GHz
at the SGP C1 site suggests that the 31.4-GHz �� offset has
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Fig. 2. (a) �� offsets determined from clear-sky scenes for the (gray points)
31.4-GHz channel of the MWR at the SGP C1 site and the (solid black line)
mean of the middle two quartiles that is subtracted from the observations before
the retrieval is performed. (b) Absolute value of the median monthly clear-sky
LWP from the ����� retrieval over the same period of time.

a seasonal dependence (discussed later), and thus, our rolling
database includes 100 samples, which is the expected number
of clear-sky scenes (i.e., no liquid water clouds overhead) at
launch times in a three-month period. The seasonal dependence
of this offset at the other ARM sites is considerably smaller
than at the Southern Great Plains (SGP) site but the number
of liquid-water-free observations at sonde launch times is also
smaller due to both local meteorology and the fact that ARM
launches fewer radiosondes at the TWP C2 and C3 (nominally
two radiosondes per day) and NSA C1 (nominally one ra-
diosonde per day; Monday through Friday) sites. For the TWP
and NSA sites, the number of samples in the rolling database
is 20. For the ARM mobile facility deployment to Point Reyes,
California in 2005 (denoted PYE M1), the number of offsets in
the rolling database was set to 30 as nominally four radiosondes
per day were launched.

IV. RESULTS

�� �� ���� ������� �� ���" �� �#
 ��� $���%� 
# &’(

The �� offset at 31.4 GHz determined by the above method
for the MWR at the SGP C1 facility is shown in Fig. 2.
The SGP experiences a wide range of cloud conditions, with
frequent clear-sky in all seasons; additionally, typically three to
four radiosondes have been launched daily at the SGP C1 site
since 1996, and thus, there are many opportunities to compute
this �� offset. The ten-year record of �� offsets demonstrates
both yearly and seasonal variability, with offsets ranging from
approximately ���� to � ��� K. In 1998, the ARM program
transitioned from manual calibration of the MWRs to an auto-
mated technique [21]; this may be responsible for the shift in
the �� offsets observed at the SGP at both 23.8 GHz (Table II)
and 31.4 GHz (Fig. 2). The �� offsets at 31.4 GHz from MWRs
at other ARM facilities (Fig. 3) also show some variability;
however, the differences in cloudiness at the different sites and

TABLE II
YEARLY AVERAGE RADIOSONDE SCALE FACTOR [UNITLESS], �� OFFSET
AT 23.8 GHz AND ITS �� UNCERTAINTY IN PARENTHESIS [K], THE SLOPE

BETWEEN THE OBSERVED AND CALCULATED �� AT 31.8 GHz [K/K]
(USING THE INDICATED SCALE FACTOR), AND THE NUMBER OF

CLEAR-SKY POINTS IDENTIFIED FOR THE PERIOD

Fig. 3. �� offsets at 31.4 GHz determined for the NSA C1, TWP C2, and
TWP C3 sites for 2004–2005, as in Fig. 2(a).

the lower frequency of radiosonde launches result in fewer
clear-sky scenes from which �� offsets can be computed. This
explains the reduction in the number of points relative to the
SGP C1 facility.

The sensitivity of �� to LWP at 31.4 GHz is a function of
the amount of PWV (Fig. 4); however, an approximate rule
of thumb is that the �� at 31.4 GHz changes 285 K for an
increase of 1 cm of LWP [i.e., the sensitivity is approximately
���	
� K	�g/m��]. Therefore, applying a 0.5-K offset to the
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Fig. 4. Cloudy-sky minus clear-sky difference in the brightness temperature
at 31.4 GHz for clouds with three different LWPs as a function of PWV, as
determined from a series of MonoRTM calculations using 1605 radiosondes
launched at the SGP C1 facility in 2004. The different colored points indicate
a change in the computed LWP from (medium gray) � to �� g/m�, (black)
�� g/m�, and (light gray) ��� g/m�, respectively.

31.4-GHz observation will change the LWP by approximately
�
 g/m�, which is a substantial amount of liquid water partic-
ularly for clouds where the LWP is less than ��� g/m�. For
example, the 31.4-GHz �� offset at the NSA C1 from January
2004 to March 2006 was always between 0.5 and 1.0 K; if this
bias were not removed, then a significant bias would exist in the
LWP data set from this period.

Accounting for the bias in the brightness temperature ob-
servations and using a more advanced retrieval methodology
significantly improve the LWP values. Fig. 5 (top) shows the
original ����� retrieved LWP during clear-sky scenes over the
SGP C1 facility as a function of PWV. Note that there are
negative biases in the ����� LWP for cases where the PWV is
less than 1 cm and for cases when the PWV is between 2.5 and
5 cm; there is also a very large variation in the retrieved clear-
sky LWP for the entire PWV range. However, when the �����
retrieval is applied using �� offsets (Fig. 5, middle), the bias
is effectively removed for all values of PWV and the spread
is significantly decreased. The difference in the retrieved PWV
between ����� and ����� is also significant (Fig. 5, bottom).

�� �� ���� ������� �� ���� �� �#
 ��� $���%� 
# (’)

Results from the yearly determination of the �� offset at
23.8 GHz at several of the ARM sites are shown in Table II.
These results demonstrate both site-to-site and temporal vari-
ability in the �� offset at 23.8 GHz. The reason for this
variability is most likely instrumental; however, the exact cause
is unknown. To put the size of these offsets into perspective,
the sensitivity of �� to PWV at 23.8 GHz is approximately
14 K/cm. Thus, a 1-K �� offset at this frequency will change
the PWV by approximately 0.07 cm. This is a 7% change for
PWV at 1 cm and approximately a 2% change for PWV at
4 cm, requiring that the �� offset at 23.8 GHz be determined
and accounted for.

To evaluate the accuracy and sensitivity of the microwave
PWV retrievals, a scanning water vapor Raman lidar [43]
was scanned toward a 60-m tower that was outfitted with a

Fig. 5. Distribution of clear-sky LWP from the SGP C1 site from September
1996 to December 2005, computed using the (a) original ����� method and the
(b) improved ����� method with �� offsets applied. (c) The difference in the
retrieved PWV between the two methods is also shown. The box-and-whisker
plots show the 25th and 75th percentiles (lower and upper boundaries of the
box, respectively), the median value (thick line in the middle of the box), and
the ends of the whiskers denote the first and ninety-ninth percentile points in
the distribution. The size of each PWV bin is 0.5 cm.

well-characterized chilled mirror water vapor hygrometer [44]
during the September 1997 water vapor intensive observation
period (WVIOP) [23]. A single height-independent factor is
needed to calibrate the Raman lidar’s water vapor profile (pro-
vided the lidar’s near-field overlap correction is correctly speci-
fied [45]), and thus, the scanning Raman lidar was calibrated to
the chilled mirror observations. This provided an opportunity
to compare two well-known calibration standards: the MWR,
since the strength of the 22.2-GHz water vapor line is known to
better than 1% due to the Stark effect [33] and the chilled mirror
hygrometer. This analysis demonstrated an excellent agreement
in the sensitivity to water vapor between the two methods with
a slope of 0.999 cm/cm and a small offset of 0.109 cm (Fig. 6).
[The small differences between the slope and offset reported
here versus in Revercomb �� ��� [23] are due to the use of a
linear fitting technique that accounts for the uncertainties in
both variables, whereas standard linear regression (used in [23])
only accounts for uncertainty in dependent variable.]

The microwave retrievals shown in [23] utilized the �����
retrieval method based upon the absorption model of Liebe
and Layton [46]. However, the MonoRTM used in MWRRET
utilizes a different half-width of the 22.2-GHz water vapor
line, a different water vapor continuum, and different treatment
of the oxygen absorption. A comparison of the tower-scaled
Raman lidar observations with MWRRET’s ���� results also
shows excellent agreement in the sensitivity of the microwave
retrievals and the chilled mirror calibrated Raman lidar (slope
of 1.000 cm/cm), but with a slightly larger offset (0.123 cm).
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